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Machlovs ab

Art. 287

EN )

USE: Rail for sliding gates.

TYPE: “Pendolino” rail for cementing for wheels with half-round groove.
FIXING: For cementing.

MATERIAL: Electrogalvanised steel.

RECYCLING: Disposal as ferrous material in accordance with the current
laws in the country of installation.

PARTS SUBJECT TO WEAR: Rail and carriage wheel contact surfaces.
IMPORTANT: The manufacturer reserves the right to modify the char-
acteristics of the product as required without notice. The manufacturer

- declines any liability for even partial modifications to the product, and
Art. v Code A[D|F|H|S @ LKYj the declared performance values are valid only if the installation proce-
@ dures are carried out by qualified personnel.
287P-915-5p3 | L=3000 | 10204001001 | 44 | @15 09 | 48 | 3 10 75,00
287P-915-5p3 | L=3000 | 10204011001 | 44 | @15 09 | 48 | 3 54 405,00 TECHNICAL CHARACTERISTICS
287P-915-5p3 | L=6000 | 10204002 001 | 44 | @15 09 | 48 | 3 10 150,00 WEIGHT PER METRE
287P-915-5p3 | L=6000 | 10204012001 | 44 | @15 09 | 48 | 3 54 810,00 287P-015-5p3 2,50Kg/m
287-017-Sp3 | L=6000 | 10204018 001 | 53 | @17 | 11| 55 | 3 10 184,00 287-017-5p3 3,07 Kg/m
287-017-5p3 | L=6000 | 10204020 001 | 53 | @17 [ @11 [ 55 | 3 54 994,00 2876-019-5p3 3,00Kg/m
2876-019-5p3 | L=3000 | 10204013 001 | 58 | @19 [013 | 55 | 3 10 90,00 2876-019-5p4 3,70Kg/m
2876-019-5p3 | 1=3000 | 10204007 001 | 58 [ 019013 ] 55 | 3 54 490,00 MAINTENANCE FREQUENCY
287G-019-Sp3 | L=6000 | 10204014 001 | 58 | 019 | 013 | 55 | 3 10 180,00 PRIVATE HOME BUSINESS WAREHOUSE mﬂggmﬂg"‘ wjgg'{}mg"”
2876-019-5p3 | L=6000 | 10204008 001 | 58 | 019 | @13 | 55 | 3 54 975,00 TG e TATE TR e
2876-019-5p4 | L=3000 | 10204015 001 | 55 | @19 | @11 | 55 | 4 10 110,00 Checkforany d onthe body
2876-019-Sp4 | L=3000 | 10204009 001 | 55 | 019 | 011 | 55 | 4 54 600,00 Make sure the ail form a single body with the base.
2876-019-Sp4 | L=6000 | 10204016 001 | 55 | @19 | @11 | 55 | 4 10 220,00 *The scheme efers toa normal workplace
287G-019-Sp4 | 1=6000 | 10204010 001 | 55 | @19 | @11 ] 55 | 4 54 1188,00 (not marine or particularly aggressive envi
Art. 289
EN
USE: Rail for sliding gates.
TYPE: “Rapido” stainless steel rail for fixing for wheels with half-round
groove.
= FIXING: For fixing with special plugs (not supplied).
MATERIAL: Electrogalvanised steel.
F * RECYCLING: Disposal as ferrous material in accordance with the current
I laws in the country of installation.
* T PARTS SUBJECT TO WEAR: Rail and carriage wheel contact surfaces.
1 IMPORTANT: The manufacturer reserves the right to modify the char-
? acteristics of the product as required without notice. The manufacturer
n declines any liability for even partial modifications to the product, and
55 the declared performance values are valid only if the installation proce-
dures are carried out by qualified personnel.
TECHNICAL CHARACTERISTICS
WEIGHT PER METRE
b 4 289P-015-5p3 1,55 kg/m
A, |mwwm | Code D|F| L |[HIS @ 289G-019-5p3 1,64Kg/m
@ MAINTENANCE FREQUENCY
2899-015-5p3 | L=3000 | 10201501 001 | 015 | 095 | 3000 | 13 |3 | 25 | 11600 PRVATEHOME |~ BUSINESS WAREHOUSE (031"3'3&71'3”” (0>N gg'SINN\ITgM
289P-015-Sp3 | L=6000 | 10201502 001| @15 | @9,5| 6000 | 13 | 3 | 25 | 232,00 ZYEAR 2YENR Z,Y,EAR* IYEAR™ 1YEAR
Check for any on the body.
289G-019-5p3 | L=3000 | 10201505 001 | 19 | @12 | 3000 | 16 |3 | 25 | 123,00 Check fixing.
*The scheme refers to a normal workplace
2896-019-5p3 | L=6000 | 10201510 001 | @19 | @12 | 6000 | 16 | 3 | 25 | 246,00 (not marine or particularly aggessive
Art. 292
90°
EN
USE: Rail for sliding gates.
TYPE: “Espresso” rail for fixing for wheels with V groove, V joined and Y.
| FIXING: For cementing.
| MATERIAL: Electrogalvanised steel.
| RECYCLING: Disposal as ferrous material in accordance with the current
‘ ° laws in the country of installation.
‘ © PARTS SUBJECT TO WEAR: Rail and carriage wheel contact surfaces.
‘ IMPORTANT: The manufacturer reserves the right to modify the char-
‘ 1 acteristics of the product as required without notice. The manufacturer
‘ declines any liability for even partial modifications to the product, and
the declared performance values are valid only if the installation proce-
dures are carried out by qualified personnel.
50 ?
TECHNICAL CHARACTERISTICS
WEIGHT PER METRE
29 3,78Kg/m
& MAINTENANCE FREQUENCY
at | — Code L s @ PRIVATE HOME BUSINESS WAREHOUSE (Oggng'lSJM co:‘ggmﬂgM
5] 2VEAR 2VEAR 2VEAR 1VEAR* TVEAR™
Check for any on the body.
292 1=3000 10201905001 | 3000 3 2 295,00 Make sure the rails form a single body with the base.
*The scheme refers to a normal workplace
292 1=6000 | 10201910001 | 6000 3 2% 590,00 (not marine or particularly aggressive envi

Art. 293

EN

USE: Rail for sliding gates.

TYPE: "Diretto” rail for fixing for wheels with V groove, V joined and Y.
FIXING: For fixing with special plugs (not supplied).

MATERIAL: Electrogalvanised steel.

RECYCLING: Disposal as ferrous material in accordance with the current
laws in the country of installation.

PARTS SUBJECT TO WEAR: Rail and carriage wheel contact surfaces.
IMPORTANT: The manufacturer reserves the right to modify the char-
acteristics of the product as required without notice. The manufacturer
declines any liability for even partial modifications to the product, and
the declared performance values are valid only if the installation proce-
dures are carried out by qualified personnel.

TECHNICAL CHARACTERISTICS
WEIGHT PER METRE
293 1,51Kg/m
MAINTENANCE FREQUENCY
& CONDOMINIUM CONDOMINIUM
Art. | momm Code L Hls @ PRIVATE HOME BUSINESS WAREHOUSE <20 UNITS < 20 UNITS
& 2VEAR* 2VEAR* 2YEAR* 1VEAR* 1YEAR*
Check for any d on the body.
293 | L=3000 | 10201705 001 | 3000 |14 |3 | 25 | 113,00 Check fixing.
*The scheme refers to a normal workplace
293 | L=6000 | 10201710 001 | 6000 | 14 | 3 | 25 | 225,00 (not marine or particularly aggressive
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